ZAP Controls

ZAP Motor, Pulley, Belt Replacement/Configuration

Model Replacement Replacement Motor Driven Model Replacement Replacement Motor Driven
— Motor Belt Pulley Pulley — Motor Belt Pulley Pulley
8058 600805 600600(Ax20) 600220(somm) | ZA0048(4") 8825B3.0 600816(reD MOTOR) | 600624(ax25.5) | 600222(70mm) | ZA0048(4")
805C 600805 600601(Ax21) 600219(4sMM) | ZA0049(5") 8825C3.0 600816(reD MOTOR) | 600614(ax27) | 60022270mm) | ZA0O49(s™)
805D 600805 600602(Ax23) 6002194sMM) | ZA0050(6") 8825D3.0 600816(reD MOTOR) | 600617(ax29) | 600222(70mm) | ZA0050(6")
88058 s00810% 6006180225 | 6002220701y | zA0G48A 8826B3.0 600816(reD MOTOR) | 600611(ax26) | 600222(70mm) | ZA00B4(4")
ee special notation
- 8826C3.0 600816(reD MOTOR) | 600614(ax27) | 600222(70mm) | ZA008S5(5™)
8805C 000810%  on | 600606(ax24) 600222(70mm) | ZA0049(5")
P 8826D3.0 600816(reD MOTOR) | 600603(ax30) | 600222(70mm) | ZA0086(6™)
"
8805D O notation | 600611x26) 600222(70MM) | ZA0050(6™) 8825HPB3.0 | 600814(rep MOTOR) | 600617(Ax29) | 600227 ZA0050(6")
S15RLB 600805 600601 (Ax21) 600220(s0mm) | 600230047 8825HPC3.0 | 600814(ren moToR) | 600621(ax38) | 600227 ZA0144(8")
815RLC 600805 600600(Ax20) 600219(46MM) | 600230(47) 8825HPD3.0 | 600814(ren MoTOR) | 600609(axa1) | 600229(76MM) (21’39)145
815RGB 600805 600601(AX21) | 600220(somm) | ZA0048(a") -
) p p
Turbo-Drive ;itloarcement ::Itlacement Motor Pulley [P’:lll‘ll:n
815RGC 600805 600600(Ax20) 600219(4sMM) | ZA0048(4") ~otor set i
o 00005 5006000000, c0022000mn | 2A00450 8855A3.0 600812(ReD MOTOR) | 600614(ax27) | 600227(114mm) | ZA0047(37)
815C 600805 600601 (AX21) 600219(46MM) | ZA0049(5") 8855B3.0 600812(ReD MOTOR) | 600617(ax20) | 600227(114Mm) (z(ﬁgms
815D 600805 600602(Ax23) 60021946MM) | ZA0050(6") 8855C3.0 800812(RED MOTOR) | 600603(ax30) | 600227(11amm) | ZA0049(5™)
8168 600805 600601 (ax21) 600220(s0MM) | ZA0084(4") 8855D3.0 800812(RED MOTOR) | 600607(Ax31.5) | 600227(11amm) | ZA0050(6")
816C 600805 600602(Ax23) 600219(4sMM) | ZA0085(5") -
Replacement Replacement Driven
Sheet Door Replacement Replacement Motor Pulle Driven
. Motor Belt Pulley
816D 600805 600615(Ax25) 600219(4sMM) | ZA0086(6™
" 8155D11/3.0 | 600805 600620(ax35) | 600220(s0MM) | 600231(8")
88158 00810 wton | 600618ax225) [ 600222¢70mm) | ZAOD4B(4")
P 8155L11/3.0 | 600805 600621(ax38) | 600220(s0MM) | 600231(8")
8815C 600810* 600606(ax24) 600222(70mm) | ZA0049(5")
See special notation 88155DIT*** | 600810 600621(ax38) | 600222(70MM) | 69923187
8815D 600810* 600611(Ax26) 600222(70mM) | ZA0050(6™) 88155D 3.0 | 600816 , 21 222 2318"
See special notation . (RED MOTOR) | 600621 (AX38) 600222(70mM) | 699231(8")
8155SI/3.0 | 600805 600602(Ax23 600219(45 ZA0050(6"
88168 00810 600615(Ax25) 600222(70MM) | ZA0084(4") / ) oM )
ee special notation
8255S1/3.0 | 600805 600615(ax25) | 600219(46MM) | ZA0DS0(6")
8816C 600810* 600614(ax27) 600222(70mm) | ZA0085(5")
See special notation 82711/3.0 600805 600626(z17.5) | 600245 600242
8816D 600810% 600617(Ax29) 600222(70mm) | ZA0086(6") Notes:
See special notation
825B11/3.0 | 600805 600612(Ax22) 600220(somm) | ZA0048(4")
825CI/3.0 | 600805 600602(Ax23) 600219(4sMM) | ZA0049(5")
825D11/3.0 | 600805 600615(Ax25) 600219sMM) | ZA0050(6")
88258 600810% 600602(Ax23) 600222(70mM) | ZA0048(4")
ee special notation
8825C 600810% 600615(ax25) 600222(70mm) | ZA0049(5")
See special notation
8825D 600810% 600614(Ax27) 600222(70mm) | ZA0050(6")
See special notation
88268 600810%* 600624(Ax25.5) | 600222(7omm) | ZA0084(4")
See special notation
8826C 6008107 . 600614(Ax27) 600222(70mM) | ZA0085(5")
ee special notation
8826D 600810% 600617(Ax29) 600222(70mm) | ZA0086(6")
See special notation
8g25Hpp | 500813*** 600617(Ax29) 600229(76MM) | ZA0050(6")
See special notation
8825 Hp C | 500813*** 600621(Ax38) 60022976MM) | ZAO144(s")
See special notation
8825 Hp D [ S008L3* 600609(ax41) 600229(76MM) | ZA0145(10%)
ee special notation

Special Notations

*Part no longer available-
Replace motor head assembly with 8825-3.0-HW(X) (B/C/D)

***Part no longer available- Replacement motor bolts in place of existing unit

**Part no longer available-
Replace motor head assembly with 8826-3.0-HW(X) (B/C/D)

ZAP Series 3

Simply Logical

ZAP Controls

100 Waterloo Blvd. Anglesey Business Park, Littleworth Road, Cannock, Staffordshire, England
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USA Tech Support

Online

011-44-154-387-9444
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www.zap-uk.com
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