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ZAP Part# 8070 
Description:      
8070 Auto-Lock provides integrated security with 
an electronic solenoid locking system that releases 
a shoot bolt above a roller when door is stopped 
and withdraws prior to door operation. 
 
Wiring requirements: 
Provided 
 
Power requirement:    
None 
 
Mounting type:  
8067 Module: Plug in 
8068 Solenoid bolt assembly: Bolt on 
 
Terminal plug:  
2 Position Dual Direction slide in plug  
2 Male, Female shielded terminals 
 
Works with:  
All Commercial ZAP Controllers       
82-TLM  
82DTLM 
871 Interface module (requires 872 Adapter) 
871-FS (requires 872 Adapter) 
 
8067 module dimensions:   
Height: 4 3/4"    
Depth:  4"  
Width:  1 3/4" 
 
Solenoid bolt frame dimensions:  
Height:  4 1/4”    
Depth: 3 1/4”    
Width:   1 1/8” 
 
Cover dimensions:  
Height: 4 9/16”   
Depth: 3 1/2”    
Width: 2 1/2” 
 
Operating temp:   
-13 deg F to + 149 deg F 
 
Replacement parts:  
PN-8067 Plug-in module,  
PN-8068 Solenoid bolt assembly 
PN-ZA0074 Power cable   
PN-601431 Solenoid cover 
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